
                     

MONITOR Dynamic Storage System
 
The software MONITOR Dynamic Storage System creates a link between MONITOR and a dynamic 
storage system (high bay storage) in order to rationalize storing and picking. The dynamic storage 
system senses when stock transactions are to be made for stored parts. An order file will then be sent 
to the high bay storage's control system and the user gets a complete job that just needs to be started 
instead of manually having to enter each part that should be picked. If the high bay storage's control 
system supports physical inventory, this data will be imported and the physical inventory will also take 
place in the MONITOR system. 
 
When parts are picked for a customer order, the customer order row can be delivery reported directly 
or the balance can be moved from the high bay storage's location in MONITOR to a pick location. In 
the latter case, a delivery reporting must be made in MONITOR. 
 
The following is supported: 

 Delivery reporting of customer order 
 Arrival reporting of purchase order 
 Delivery and arrival reporting of stock order 
 Unplanned stock movement 
 Physical inventory 
 Tools* 
* Development in progress 
 
Special functions regarding the MONITOR Dynamic Storage System can be created on commission. 

Configuration 
For all parts in the high bay storage you enter which locations that will be used in MONITOR. The parts 
should also have a common part code, location name or such so that the program will know that the 
part is stored in the high bay storage. 

 
By selecting the alternative Reexport you can re-send a job to the high bay storage. This selection is 
made per order row and it is the rest quantity that will be sent. 



                     

 
 
At the present, the MONITOR Dynamic Storage System can be linked to: 

 Weland Lagersystem 
 Element Logic 
 Constructor 
 Kardex 

 
Please check with your supplier that the necessary functions are included in your system! 

Technology 
The software is installed as a service which means that it will run in the background on your MONITOR 
server or on the high bay storage's control system. 
 
The communication with the high bay storage is made via text files according to the image below. 

 
 


